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Space Saver GIANT doors in sitka spruce 


Space Saver REGULAR doors in Philippine mahogany . 
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A wall-to-wall Space Saver gives this bedroom 
a richly paneled wall 
and a luxuriously large closet. 


The circus panels of a Space Saver door assure 

quiet naps but open 

wide for a large play area. 


The rich mahogany of a Space Saver partition 
makes two living rooms when 
gun fire intrudes on the quiet hour. 
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(color and grain patterns will vary from 
samples shown) 


BIRCHGLO 

stain on spruce 


SITKA SPRUCE 





















for opening sizes to 10' in height and 13' in width 


16 e 

Wo 


Specially designed aluminum 
extrusion track can be bent on 
custom radii. (Min. radius, 12") 
No rust ... no discoloration. 


Silent bearing-grade nylon 
gliders support every panel. 

Plated, pressed steel caps give 
superior head strength. Glider is 
riveted to cap, eliminating any 
danger of splitting panels when 
door is subjected to hard use. 


Laboratory tested vinyl extrusion 
hinge is silent, light-tight, 
and, because it is under no tension, 
does not cause the door to "creep” 
when left in an intermediate position. 


B Solid wood panels give body to the 
door. Can be finished to compliment 
or match any interior color. 


Adjustable spring-loaded 
bullet catch provides a simple, 
positive device for holding 
door in stacked or extended position. 
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SINGLE ■ 


PAIR ■ 


FLOATING — 

lead panel each end 
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finished floor, or covering 
3 1 / 2 " 


furnished 



TRACK TRIM 


specifications 

GENERAL. Folding doors shall be 
wood panel, accordion type 
"Space-Saver Doors" or equal. 
Each panel shall be connected 
with a full height hinge of ex¬ 
truded virgin vinyl. Panel shall be 
suspended by a crimped-on metal 
cap incorporating a nylon glide 
which operates in an extruded 
aluminum track at the top of the 
door. Door shall be free of any 
binding and operate silently. 

PANELS. All panels shall be kiln 
dried of a single species of wood. 
Edges shall be routed to receive 
and lock vinyl hinge in place. Size 
of panels shall be 7/16" thick 
and 3-1 /2" wide. 

FINISH. Panels shall be sanded; 
sanded, sealed and buffed; 
sanded, sealed, buffed and clear 
lacquer finished at the factory; 
or shall be custom finished to 
match samples submitted. 



RECESSED TRACK 



TRACK CURVE 


width, 7/16" 



stack size {see chart below) 


STACK 


furnished 



WITH VALANCE 



ROLLING POST 



POCKET 



OVERALL WIDTH specify when ordering 




STACK SIZE CHART 


15 


10 ’ 


3 4 5 

overall opening width in feet 






















































































































































inger-touch operation 


(color and grain patterns will vary from 
sa?nples shownj 


race 


i lita 


all height adjustment is do^mty trimming 

the bottom of the door with X 

finish saw. .. no factory adjdmment required 
















Precision extruded aluminum track 


engineered for heavy duty and 
pre-drilled for flat-head hanger screws. 
V-groove track assures smooth 
dust-free operation of rollers. 


Ball bearings in double steel races 
minimize friction. Nylon tires 
assure silent operation. 

Clamp-on hangar of 14 gage 
steel incorporates an exclusive 
angle-stop which eliminates 
any possible strain on the vinyl 
hinge and wood panels. 


, X-washers facilitate installation 
of large doors by permitting 
on-the-job assembly in sections. 


* Vinyl hinge is silent, light-tight, 
and durability tested. 
Available in a variety of colors. 


Door is easily operated by applying 
force at any height on the lead panel 
without the aid of pendant pulls. 
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specifications 

GENERAL. Folding doors shall be 
wood panel, accordion type 
"Space-Saver Giant Doors" or 
equal. Each panel shall be con¬ 
nected with a full height 
connector-hinge of extruded 
virgin vinyl. Panel shall be 
capped with a crimped-on heavy 
duty angle-stop hinge. Alternate 
hinges shall have riveted 
hinge pins with removable lock 
washers. Alternate panels shall 
be suspended and roll on double 
ball bearing rollers with steel 
races and nylon tires. Track shall 
be extruded aluminum with two 
"V” groove channels for nylon 
tires. Door shall operate without 
pendant pulls and be free of 
binding when operated by pulling 
or pushing from any vertical 
position on the lead panel. 
PANELS. All panels shall be kiln 
dried of a single species of wood. 
Edges shall be routed to receive 
and lock vinyl hinge in place. Size 
of panels shall be 7/16" thick 
and 5-1 /2" wide. 

FINISH. Panels shall be sanded; 
sanded, sealed and buffed; 
sanded, sealed, buffed.and clear 
lacquer finished at the factory; 
or shall be custom finished to 
match samples submitted. 












































































































































































accessories 

1. Keyed lock, specify right or left. 

2. Positive latch. 

-3. Dummy plate, (for pairs) 

4. Privacy latch, specify right or left. 



durability 

Laucks Laboratory tests show that after 250,000 
cycles of opening and closing, the Space-Saver Door 
still operates smoothly. 

sound resistance 

Riverbank Acoustical Laboratories of the Armour 
Research Foundation found the average sound trans¬ 
mission loss to be 21.86 decibels over frequency 
ranges of 250 to 4,000 cycles per second. 


engineering 


Sound product engineering by Industrial Designer 
Robert A. Jorgensen is demonstrated by the simplic¬ 
ity of the door. There are no complicated parts to 
lubricate. Individual panels can be replaced easily, 
in the field if necessary. Height adjustments can be 
made by trimming the bottom of the door with a 
finish saw. 


warranty 

The Space-Saver Door is warranted free from in¬ 
herent defects in material and workmanship for one 
year from date of shipment from the factory when 
used for the purpose intended and not subject to 
abuse or accident. Finished doors, including those 
with the penetrating sealer coat, are warranted free 
from warpage which will either affect the appearance 
or action of the door. 


MANUFACTURED BY WOOD SPECIALTY PRODUCTS, INC., 24300 WEST 60th ST., 
MOUNTLAKE TERRACE, WASHINGTON 
FACTORY SALES OFFICE: 252 BROADWAY, TACOMA 3, WASHINGTON 
TWX - TA 023 telephone FUlton 3-3434 
in Canada: CELWOOD INDUSTRIES, LTD., P.O. DRAWER 70, ABBOTSFORD, B.C. 
in Mexico: PERSIANAS LUMMEX, S.A., AV. COL. DEL. VALLE NO. 615, MEXICO 12, D.F. 



LITHOGRAPHED IN U. S. A.-FARWEST 
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